STAGING TYPICAL SECTIONS

STAGE I
STAGING TYPICAL FOR PROFILE ADJUSTMENT
SHADY OAKS RD
BEEMERVILLE RD ‘
McGIRR RD STAGE 1

1. THE EXISTING INSIDE SHOULDER SHALL BE MILLED 2" AND
i RESURFACED PRIOR TO CLOSING THE OUTSIDE LANE.

WORK ZONE
12 L2 2 OUTSIDE LANE & SHOULDER | 2. THE CONTINOUSLY REINFORCED CONCRETE PAVEMENT REMOVAL AND
REPLACEMENT AND PORTLAND CEMENT CONCRETE SHOULDER REMOVAL
AND REPLACEMENT SHALL BE CONCTRUCTED IN ONE DAY AND TREATED
b AS A PATCH TO PREVENT AN OVERNIGHT DROP OFF.
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EXISTING CONTINUOUSLY REINFORCED CONCRETE PAVEMENT REMOVAL
XISTING HOT-MIX ASPHALT SHOULDER
HOT-MIX ASPHALT SURFACE REMOVAL, 2"
2" HOT-MIX ASPHALT SURFACE COURSE, MIX ‘/C” N50
STAGE 1I
STAGING TYPICAL FOR PROFILE ADJUSTMENT
SHADY OAKS RD
BEEMERVILLE RD
McGIRR RD STAGE 1I
¢ 1. THE CONTINQUSLY REINFORCED CONCRETE PAVEMENT REMOVAL AND
i REPLACEMENT AND PORTLAND CEMENT CONCRETE SHOULDER REMOVAL
WORK_ZONE AND REPLACEMENT SHALL BE CONCTRUCTED IN ONE DAY AND TREATED
. OUTSIDE LANE & SHOULDER 14 2’ 2’ 12 5’ AS A PATCH TO PREVENT AN OVERNIGHT DROP OFF.
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AGGREGATE BASE COURSE, TYPE A, 6"
PCC SHOULDERS, 8
PIPE UNDERDRAINS, 4
SUBBASE GRANULAR MATERIAL, TYPE A, 12
L STABILIZED SUB-BASE, HOT-MIX ASPHALT, 4"
CONTINUOUSLY REINFORCED PORTLAND CEMENT CONCRETE PAVEMENT, 10“
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